
PUNTI SERIE 84  -  SCHEDA TECNICA

A OUTER CROWN WIDTH mm 12.40 ± 0.1

B INNER CROWN WIDTH mm 11.00 ± 0.1

C WIRE THICKNESS mm 0.65 ± 0.01

D WIRE WIDTH mm 0.95 ± 0.01

L LENGTH   (tol. +0/-0.3 mm)     mm min. 4 mm up to max. 22 mm

CHEMICAL COMPOSITION C Mn S F Si Cu
                OF WIRE 0,0480 0,5743 0,0148 0,0141 0,1891 0,0520

Mo Ni Cr Ti
0,0064 0,0870 0,0545 0,0014

S LENGTH OF STICK                     mm 119 ± 0.5

α ANGLE OF POINT ~ 70° CISEL POINT
P ANGLE OF STICK 90° ± 30’ 

MATERIAL                 :   UNI EN 10016-2/96
TENSILE STRENGTH   :   1150-1250 N/mm2

FINISH                       :   STANOX  (LIQUOR FINISH)  
COATING                 :   UNCOATED
STAPLES PER STICK   :  125  

ACQUISTA ONLINE SU www.movingandliving.it o chiama il numero 0365502839 per ordini telefonici

http://www.movingandliving.it/
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